Technical details

Pais de la Fabricaciéon
fabricante

disefador

afio

proteccion

Volumen de suministro
entrada de tensién
material

angulo del rayo
Atenuacion

Potencia en vatios
LED

El flujo luminoso en Im

Temperatura de color en grados Kelvin

diametro de la lente

Dimensions
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Licht im Raum

Licht im Raum

2012

1P20

LED

110 - 240 Volt

acero Inoxidable

50 - 70 grados
Regulable en el sitio
171 W

incluyendo

2.354

2.700 extra blanco célido
100 mm

H20cm

Licht im Raum
Ocular Spot 1 Serie 100 Zoom round

Oberflache

« niquelado satinado

o pulido
Voltage
e 230- 240

e 125 (versién especial de Estados Unidos)

Descripcién

The Licht im Raum Ocular Spot 1 Serie 100 Zoom round has a glass lens with
diameter of 100 mm. This lens is larger than the lens of the Ocular Spot series
and emits more light. The lens can be swiveled and rotated as well as zoomed
in and out. The zoom angle allows you to change the beam angle between 50
and 70 degrees. The lens bundles the light and directs it to the desired
location.

The spotlight is suitable for wall or ceiling mounting. The holder has a round
shape and, like the lamp body, is made of stainless steel. The on site
dimmable lamp is offered with the surfaces polished or matt nickel-plated.



