Technical details

Pais de la Fabricacién
fabricante

disefiador

afo

proteccion

Volumen de suministro
entrada de tension
material

longitud del cable

ajuste de altura
Atenuacién

Potencia en vatios
LED

Indice de reproduccion
cromatica

Temperatura de color en
grados Kelvin

reemplazo de la bombilla:

Flujo total luminoso en Im

distribucion de la luz

Dimensions

™ Alemania

Ingo Maurer

Ingo Maurer

2018

IP20

LED

110 - 240 Volt

aluminio, La fibra de vidrio
400 cm

altura determinada

Regulable en el sitio con control de

fase inversa
23 W

incluyendo

95

Dim to warm

en el sitio mismo

2.300

directa e indirectamente
B30cm | L145cm

Ingo Maurer
Luce Volante

Oberflache

® Oro
® rojo

e blanco
Version

e con conductor

e sin conductor

Descripcién

The Ingo Maurer Luce Volante pendant lamp serves simultaneously as uplight
and downlight. The majority of the light is emitted downwards. By using dim-
to-warm technology, the colour temperature of the integrated LEDs changes
from 1,800 Kelvin extra warm white to 3,000 Kelvin warm white during
dimming. The light body is 145 cm long and 30 cm wide. The Luce Volante is
available in white matt, gold or red matt finishes. It is also offered in special
colours on request. This pendant lamp is available with and without driver. If
required, the cables can be shortened.



