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Technical details

País de la Fabricación  Alemania

fabricante Knapstein

diseñador Knapstein

protección IP20

Volumen de suministro LED

entrada de tensión 230 - 240 Volt

Proyección en cm 45

material latón

Atenuación
Toque atenuadores en la base de
la lampara

Indice de reproduccion
cromatica

>90

Temperatura de color en
grados Kelvin

2.700 extra blanco cálido

Dimensiones del soporte de la
lámpara

∅  17 cm

cabeza del alumbrado masa ∅  9 cm, altura 3 cm

reemplazo de la bombilla: en el fabricante / en la fabrica

El rendimiento del sistema 2 x 4,5 Watt

Flujo total luminoso en lm 926

Dimensions H 50 cm

Descripción

The Knapstein ELVI-T is a table lamp with a rotating and swivelling lamp head.
At the base of the lamp there is an integrated ball-and-socket joint, which
allows the lamp to be tilted at will. A lens is integrated into the lamp head,
through which the light is focused glare-free and directly downwards. The light
is emitted upwards through a cover with slits as light cones. A white satinised
glass filter is available as an accessory. If the glass filter is integrated on the
lamp head, diffuse light is emitted upwards instead.

The ELVI-T table lamp by Knapstein is available in matt nickel and chrome
finishes. A push button dimmer is integrated on the base of the lamp, with
which the lamp can be switched and dimmed. Pressing the push button
dimmer once switches the lamp on or off. The desired light level can be set by
pressing and holding the button. The last light level set is saved via the
memory function and automatically selected the next time the light is
switched on. In the event of a power failure, the lamp is automatically
switched on again if it was previously on. It remains switched off if it was also
switched off before. This function is suitable for use with switchable sockets.


