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Technical details

Pais de la Fabricaciéon
fabricante

disefiador

disefador 2

afio

proteccion

Volumen de suministro
entrada de tensién
material

Color del cable

longitud del cable
Atenuacion

Potencia en vatios
LED

Indice de reproduccion
cromatica

El flujo luminoso en Im

Temperatura de color en
grados Kelvin

Diameétre de I'ombre

Dimensiones del soporte de la

lampara
reemplazo de la bombilla:

Dimensions
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P20

LED

230 - 240 Volt
aluminio
negro

347 cm

Toque atenuadores en la base de

la lampara
19W

incluyendo

>90

2.100

2.700 extra blanco calido
24 cm

18 cm

en el fabricante / en la fabrica

H33cm

Mawa
Tadeo 1

Oberflache

* negro
o beige
e azul
e gris

e rojo

Descripcién

The Mawa Tadeo 1 table lamp emits its light glare-free upwards and
downwards at the same time. It is made of powder-coated aluminum and is
available in the surfaces black matt, red, beige, blue and grey. On request, the
lamp is also available in other RAL colours. An LED with a colour temperature
of 2,700 Kelvin extra warm white is integrated as the light source.

The Tadeo 1 is switched and continuously dimmed via a push button dimmer
on the base of the lamp. The lamp is switched on or off by briefly pressing the
push button dimmer once. The light can be dimmed continuously by pressing
the button longer. A memory function saves the last set light intensity and
automatically selects it again the next time the light is switched on. Mawa also
offers the Tadeo 2, which only distributes its light directly downwards.



