Technical details

Pays de fabrication
fabricant

concepteur

année

protection

Contenu de la livraison
aptitude de tension
matériel

longueur de cable

réglage de la hauteur
atténuation

Puissance en Watt
LED

Indice de rendu des
couleurs

La température de
couleur en Kelvin

remplacement des
ampoules :

Flux lumineux total en LM
répartition de la lumiére

Dimensions
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1P20

LED

110 - 240 Volt

aluminium, La fibre de verre
400 cm

hauteur déterminée

dimmerable sur place avec commande

gradateur de phase inverse
23 W

y compris

95

Dim to warm

sur le site meme

2.300
directement et indirectement
B30cm | L145cm

Ingo Maurer
Luce Volante

Oberflache

e or
e rouge

e blanc
Version

e avec conducteur

e sans conducteur

Description

The Ingo Maurer Luce Volante pendant lamp serves simultaneously as uplight
and downlight. The majority of the light is emitted downwards. By using dim-
to-warm technology, the colour temperature of the integrated LEDs changes
from 1,800 Kelvin extra warm white to 3,000 Kelvin warm white during
dimming. The light body is 145 cm long and 30 cm wide. The Luce Volante is
available in white matt, gold or red matt finishes. It is also offered in special
colours on request. This pendant lamp is available with and without driver. If
required, the cables can be shortened.



