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Description
VN[
emagne The Holtkétter Nova Oog floor lamp has a rotating lamp head. This head
Holtkoetter consists of two parts: While the outer part always emits its light upwards, the
Holtkotter inner part can be swivelled. This means that this lamp can radiate light only
P20 upwards, upwards as well as downwards or upwards and to the side. The two
parts of the lamp head can be switched and dimmed separately via two push
LED button dimmers on the lamp rod. A memory function saves the last selected
110 - 240 Volt brightness level of the light and sets it again when it is switched on again. The
métal integrated LEDs have a colour temperature of 2,700 Kelvin extra warm white

and can be replaced as required. The floor lamp Nova Oog by Holtkotter is

Touchez gradateurs sur le baton de ) ) ) ) }
& available in matt aluminum, black, platinum and anodised brass.

lumiere
y compris
>90

2.700 extra blanc chaud

33cm
32cm
chez le fabricant / a l'usine
1x48 +1 x 19 Watt
8.700
directement et indirectement

H 184 cm

K-Meral GmbH & Co. KG | Sachsenweg 9 | Hambau / Oko-Zentrum NRW / Halle 4 | 59073 Hamm

Tel.: +49 (0) 2381 - 905 9350 | Fax: +49 (0) 2381 - 905 9310 | info@1001lights.com

www.1001lights.com



