
Loom Design
Aim Double Spot

Oberfläche

noir

blanc

Technical details

Pays de fabrication  Danemark

fabricant Loom Design

protection IP20

Contenu de la livraison LED

aptitude de tension 230 - 240 Volt

matériel acier, aluminium

angle du faisceau 38 degres

atténuation
dimmerable sur place avec commande
gradateur de phase inverse

LED y compris

Indice de rendu des
couleurs

90

La température de
couleur en Kelvin

2.700 extra blanc chaud

Les performances du
système

2 x 13 Watt

Flux lumineux total en LM 2.434

Dimensions H 10 cm | B 10 cm | L 21 cm

Description

The Loom Design Aim Double Spot is a ceiling or wall lamp with two spotlight
heads. The two lamp heads can be individually rotated 360 degrees and tilted
90 degrees so that the light can be redirected as needed. The ceiling or wall
spotlight has a height as well as a width of 10 cm. The oval ceiling or wall-
mounted housing features rounded corners and a length of 21 cm. The lamp
is offered in white or black finishes. Each lamp head is operated with an
integrated LED with a colour temperature of 2,700 Kelvin extra warm white
and a beam angle of 38 degrees. The Aim Double Spot can be dimmed on site.

K-Meral GmbH & Co. KG | Sachsenweg 9 | Hambau / Öko-Zentrum NRW / Halle 4 | 59073 Hamm

Tel.: +49 (0) 2381 - 905 9350 | Fax: +49 (0) 2381 - 905 9310 | info@1001lights.com

www.1001lights.com


