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Technical details

Land van fabricage
fabrikant

ontwerper

bescherming

Omvang van de levering
voltage geschiktheid
materiaal

kabellengte
hoogteverstelling
dimmen

base/versie

luifel Dimensions
Schaduw diameter
prestaties van het systeem

lichtverdeling

‘:‘_"; r

™ puitsland
Florian Schulz
Florian Schulz
1P20
Leuchtmittel/Bulb
110 - 240 Volt
messing, metaal
300 cm
hoogte verstelbaar
dimbaar op locatie
E27

7cm
55cm
2 x 100 Watt (max.)

direct

Florian Schulz
Onos 55 Double Pull

Version

messing gepolijst gelakt messing

messing donker gepolijst gelakt messing

mat geborsteld gelakt messing

messing mat geborsteld ontwikt

gepolijst messing afwerking

messing gepolijst ongelakt

verchroomd messing

verkoperd messing gelakt

messing matte verkoperde geborsteld gelakt

vernikkeld messing

messing vernikkeld gelakt

mat geborsteld vernikkeld messing
Voltage

e 110-240

e 125 (speciale Amerikaanse versie)

Omschrijving

The Florian Schulz Onos 55 Double Pull pendant lamp has two lampshades out
of metal with integrated anti-glare rings. The light intensity can be controlled
with a suitable dimmer on site. Florian Schulz offers this lamp with the
surfaces being either polished and lacquered brass, chrome-plated brass,
matt brushed and lacquered brass, nickel-plated brass, brass polished
unlacquered, brass matt brushed unlacquered, brass burnished lacquered,
brass dark burnished lacquered, copper-plated brass, brass nickel-plated
lacquered, brass copper-plated matt brushed lacquered or matt brushed
nickel-plated brass.

This lamp has an integrated double pull with which the two light shades are
independently adjustable in height. Both shades each have a diameter of 55
c¢m. An Onos with smaller lampshade is also available, the Onos 40. The textile
cable of the pendant lamp is black with a length of 300 cm. On request, this
lamp is also available with a longer cable or a cable in brown, gold or silver.
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