
Vistosi
Riflesso SP 3

Oberfläche

koperen

messing

Schirmfarbe

amethist

Kristal

Technical details

Land van fabricage  Italië

fabrikant Vistosi

ontwerper Chiaramonte & Marin

jaar 2019

bescherming IP20

Omvang van de levering LED

voltage geschiktheid 230 - 240 Volt

materiaal kristalglas, metaal

kabellengte 200 cm

hoogteverstelling hoogte bepaalbaar

dimmen
dimbaar op locatie met faseafsnijding
dimmer

Wattage 12,5 W

LED inclusief

Kleurweergave-index >90

Lichtstroom in lm 1.500

Kleurtemperatuur in
Kelvin

2.700 extra warm wit

Schaduw diameter 32 cm

schermhoogte 25 cm

Dimensions H 47 cm

Omschrijving

The lamp shade of the Vistosi Riflesso SP 3 pendant lamp consists of mouth-
blown crystal glass. The crystal glass is handcrafted during production. The
lamp shade is available in the colours bright Amethysth and crystal
transparent. The two elements on the top and bottom of the shade are made
of metal and are offered in the surfaces brass satin gold or copper satin. The
canopy has the same surface as the metal elements. The light is emitted into
the room by the lamp without glare. The integrated LED has a colour
temperature of 2,700 Kelvin extra warm white. On request, the pendant lamp
is also available with a colour temperature of 3,000 Kelvin warm white. The
cable of the Riflesso SP 3 pendant lamp can be shortened if required. With the
supplied ceiling hook, the pendant lamp can also be mounted independently
of the power outlet.
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